Transporting & Air Travel information
IATA/UN 38.3

Warning!

To transport the Ypush in a car or
another vehicle, you may need to lift it. The component
weights are recorded in the Technical Specification
section of this manual. You may decide not to use the
Trolley Travel Bag for shorter journeys, making it easier to lift and handle. Do not attempt lifting anything
unless you are confident that you can do so without
injury. If you are uncertain, ask for assistance.

Note: Ensure that the Ypush and any spare batteries
are safely secured before driving the vehicle. Unsecured
objects can become lethal in the event of a road accident.
Assembling the Ypush following transportation
After removing your Ypush from the vehicle and placing
it on level ground:

1 Check the Ypush for any sign of damage before
assembly.

2 Ensure the ignition key is in the off position or
removed from the Ypush.

3 Follow the “Setting up the Ypush” section page 22-23
of this manual.

4 Ensure that the brakes are in the safe position. (Make
sure the Ypush cannot move when pushed).

5 Test the Ypush without an occupant to make sure
everything is functioning correctly. If there are any issues
check the troubleshooting guide or contact your Ypush
Dealer if necessary.

Air Travel
IATA/UN 38.3
We have tried to make it as easy as
possible to travel with the Ypush.
The battery has been fully tested and
certified for air and sea travel, but different airlines and
carriers have different regulations on the size and type of
battery they will carry.
BEFORE you travel with the Ypush, speak to your
airline or carrier and inform them that the battery
is certified IATA/UN 38.3 for Sea and Air Travel and
discuss their regulations.

• In some cases you may be asked to disconnect the

battery, place the isolation ‘’bung’’ in place, and leave the
battery inside the armrest compartment of the Ypush.

• Alternatively, the airline or carrier may ask you to

remove the battery so they can store it in the hold, or they
may ask you to pack it in the Battery carry case and take
it on board with you. Refer to page 18 for battery removal
information.
CERTIFICATION FOR SEA AND AIR TRANSPORTATION
Certification document: IATA/UN 38.3 & ISO 62133-2: 2017
Model: YPE01/1
Battery type: Lithium-ion
Capacity: 36v/5Ah/180Wh
Weight: 1.3kg
INFORMATION FOR YOUR AIRLINE OR CARRIER
Your airline or other carrier may view the transport
information @ www.ypush .com via a browser or use a
smartphone to scan the QR code below.
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